Hot-Farm Tractor Rules
Bremer County Fair/Antique Acres/ Readlyn-Tripoli

Farm Tractor Pulls

1. Tractors will be of a stock chassis, engine and frame configuration.  Any deviation from this must get board approval.

2. Weight classes will be as follows:  








6,000 LB Hot Farm 


7,000 LB Hot Farm

3. Naturally aspirated gas or diesel tractors only.

4. 18 - 20 inch drawbar rule with 3 1/2 Inch opening.

5. Tire sizes:  18.4-38 max tire footprint.  Cut tires are legal.

6. RPM unlimited – 3,000 RPM or above requires all safety equipment.

7. PTO and/or Hydraulics – Not required.

8.     MPH speed limit enforced.  No add on MPH equipment.  Pullers will have 100 feet to get their speed regulated to  MPH max.  Speed will be policed by the sled or pace tractor if needed.

9. No weight protruding beyond the rear tires.  Hitch must be free and clear of weights or brackets and able to reach with hook without excessive work.  Sled operator has right to decline hook to any tractor regarding this matter.

10. Plastic blade fans versus metal blade fans are acceptable but not mandatory.

11. Wheelie bars are mandatory and must be the same dimensions as limited pro stock.  * See below.

12. If the speed limit horn sounds, driver may finish the pull in a controlled fashion.  Failure to do so will result in loss of all prize money for all classes plus any points accumulated for bonus.

Rules 1-12 are taken from the ECIPA rule book dated Feb 2010 for Pro Farm Rules with their approval.



 THIS IS NOT AN ECIPA POINTS PULL

The following rules and safely equipment are required to comply to with the regulations of the hosting promoter:

1. All tractors must have fenders or a shield between the driver and tires to consist of a solid barrier between driver and any part of rear tires.

2. Flywheel guards must be used.  Either a 20-ply ballistic nylon or 20-ply Kevlar blanket 17” wide and long enough to wrap around the bell housing with at least 6” overlap secured with 6-2” wide nylon web straps with steel D-ring and sewn the length of the blanket and secured front and rear with straps or 6" X 3/8" steel housing is required.

3. Side shields must be equipped and should be of 60 thousands steel or aluminum which is to be securely fastened to the tractor.  They should cover from top of the frame to the hoods and as long as the engine.  It is recommended that a quick release fastener be used (winged nut type or cotter pin type hood pins).  Reason:  ease of access in case of emergency

4. All tractors must have a dead man throttle, which returns to starting position when released by the operator.

5. The kill switch hook-up will be located in the rear center of the tractor.  Maximum 6” off center in any direction approximately 4’ above its point of hook.  A 2” diameter ring should be made available to the sled.

6. Steel shielding is required around the fan.

7. Wheelie bars /Stabilizer bars will extend a minimum of 32” behind a line drawn from the center of the wheel to the ground.  The stabilizer pad must not be more than 10” off the ground.  The stabilizer pad must be a minimum of 8” square.  A minimum of 20” will be allowed from the outside of one pad to the other pad.  Stabilizer bars are not to be mounted in any way to the drawbar.   Note:  the stabilizer bar system must be able to support the weight of the tractor in the heaviest class pulled.  Jacking up the pads so the tractor is completely off the ground will be a good test.

8. Three on-track officials will be present.  Pullers must take all directions and signals from them on the track:    100 foot Flag Person   300 foot Flag Person    Pace vehicle operator 
