Hot Street 4WD Pickup Rules

Bremer County Fair/Antique Acres/Readlyn-Tripoli  

Farm Tractor & Truck Pulls

1. Must be factory production vehicle.  Truck, engine, and frame must be of the same manufacturer.  Must be full bodied.  DOT LEGAL.  Vehicle must be licensed and insured and proof is required.

2. Fender cut outs allowed.  Flatbeds allowed.

3. Multiple shocks allowed.  No blocked and solid suspension allowed.  No traction bars allowed.  Frames can be boxed but must retain stock appearance.  Bumpers must be stock and unaltered or you have the option of running without.  Maximum wheel base 133”.

4. Must have all glass intact.  Vehicle may not be stripped!!  No body alterations period.

5. Must have brakes.  Must be able to skid 2 tires.

6. Exhaust must exit under chassis.  Headers allowed.  Must have mufflers.

7. Exhaust must be in stock location, or no less than 14” from center of front axle to the front of the bell housing.

8. No aluminum heads or aluminum blocks allowed.  Engines (blocks & heads) must be OEM cast iron per the make of the pickup chassis.  No hemispherical heads.  Engines must be stock appearing.  Modifications to the carb, intake manifold, exhaust manifold (headers), and ignition system are allowed.  Must use a single carburetor. 4150 flange.  No dominator or predator carburetors.  No power boosting additions such as nitrous, blowers, superchargers etc.  Any cast aluminum intake directly accepting a single 4150 carburetor is acceptable.  No welds on flanges or adapters.  The intake can't be capable of accepting a dominator carb.

9. Electric fuel pumps allowed.  Engine must run on some sort of gasoline (race gas) or E85.  No straight alcohol, nitro methane, etc.

10. All safety equipment Highly Recommended – loops, scatter shield (manual) / tranny blanket (automatic), and kill switch.

11. Weight added to front of vehicle may not exceed 185” from center of rear axle.

12. Adjustable hitch allowed.  Height 26” maximum measured at point of hook.  No chain hooks.  Hitch height checked with weights on.

13. Hitches must be rigid in all directions and not supported any further forward than 12 inches from the stock end of the frame rail.

14. Maximum tire size 35 X 12.50.  Maximum 10 inch rim – inside bead to bead.  No duals.  Must be DOT approved tire.  No alterations to tread allowed.  No cyped tires.  If wheel tread is offset, center line of front tire must run within tread of back tire.

15. No nitrous oxide.

16. All trucks must use stock transmission and stock transfer case.

17. Drive trains of 1 ton or less.

18. Driver must remain in the vehicle if engine is running.

19. Any driver assumed to be intoxicated will be disqualified.

